
 
NEWS!

An economical and environmental friendly way to mechanically 
control weeds.

Effective weed control above crops 
with Bionalan

Bionalan 
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Model 4 6 9,3 12,4 Additional data

Working width (m) 4,4 6,6 9,3 12,4 • Hydraulic compensating sys-
tem and console controller for 
settings and adjustments. This 
option includes the console 
but also the hydraulic cylin-
ders on the machine to allow 
heights adjustments (sides left/
right and front/rear)

• The machine is available in  
several models with working 
widths between 4,4 and 14,2 
meters.

• The optional hydraulic power 
unit and compensating system 
is included from the working 
width of 8,8 meters.

Transport width on road (m) 2,3 2,3 2,7 2,7

Transport height on road (m) 1,7 2,5 3 3,5

Weight without hydraulic 
power unit (kg) 450 600 1100 1450

Hydraulic power unit 
(210 kg empty) Optional

Compensating system with 
console controller and ground 
tracking wheel

Optional

Knives drive One hydraulic motor for each rotat-
ing knife

Transport Hydraulic folding

Mounting Three-point linkage

Suitable for all crops and weeds

Cut off all inflorescence of undesired 
vegetation above crop to avoid dispersion

Economic and environmental 
friendly

Effective cutting due to low air depres-
sion and counter-knives

Intermediate frame, allowing a floating 
position and height adjustment for 
more versatility

Knives drive system by individual 
hydraulic motor for more power (13 hp)

At a time where the use of herbicide products must be reduced, 
mechanical weeding above crop is a solution to control weed press-
ure.  The weedcutter cuts off the inflorescence of the unwanted 
plants above the crop to prevent seed production and 
dispersion. The tool, installed at the front or at the rear of the 
tractor, uses hydraulically animated rotating knives and is able to 
work above the crop from the height of 15 cm and up to 180 cm. 
A large range of working width is available to suit different needs.

Technical data


